
Part no. WLL
4:1 A B C D E F G Weight
ton mm mm mm mm mm mm mm kg

LSS-0950-0015 0.150 50 18 M8 38 13 46 30 0.30

LSS-0950-0030 0.300 50 18 M10 38 13 46 30 0.30

LSS-0950-0050 0.500 50 18 M12 38 13 46 30 0.30

LSS-0950-0112 1.120 50 20 M16 38 13 46 30 0.34

LSS-0950-0200 2.000 61 30 M20 50 16 57 34 0.70

LSS-0950-0320 3.150 68 30 M24 58 19 70 40 1.40

LSS-0950-0500 5.300 80 35 M30 75 20 65 40 2.20

LSS.0950-0800 8.000 95 35 M30 85 22 90 50 3.50

LSS-0950-1000 10.000 130 50 M36 120 22 90 50 3.70

LSS-0950-1500 15.000 130 60 M45 120 30 120 70 6.80

Approved for lifting.

Rotating Lifting Points

Method of lift

Number of legs 1 1 2 2 2 2 2 3 and 4 3 and 4 3 and 4

Angle of inclination < β 0˚ 90˚ 0˚ 90˚ 0-45˚ 45-60˚ asymm. 0-45˚ 45-60˚ asymm.

Type Thread WLL in ton, bolted and adjusted to the direction of pull

LSS-0950-0015 M8 0.3 0.15 0.6 0.3 0.21 0.15 0.15 0.315 0.225 0.15

LSS-0950-0030 M10 0.6 0.30 1.2 0.6 0.42 0.30 0.30 0.63 0.45 0.30

LSS-0950-0050 M12 1.0 0.50 2.0 1.0 0.75 0.50 0.50 1.10 0.75 0.50

LSS-0950-0112 M16 2.0 1.12 4.0 2.0 1.50 1.12 1.12 2.36 1.60 1.12

LSS-0950-0200 M20 4.0 2.00 8.0 4.0 2.80 2.00 2.00 4.00 3.00 2.00

LSS-0950-0320 M24 6.3 3.15 12.5 6.3 4.25 3.15 3.15 6.30 4.75 3.15

LSS-0950-0500 M30 10.6 5.00 21.2 10.6 7.10 5.30 5.30 11.20 8.00 5.30

LSS-0950-0800 M30 12.5 8.00 25.0 16.0 11.20 8.00 8.00 16.80 12.00 8.00

LSS-0950-1000 M36 15.0 10.00 30.0 20.0 14.00 10.00 10.00 21.20 15.00 10.00

LSS-0950-1500 M45 25.0 15.00 50.0 30.0 21.00 15.00 15.00 31.50 22.50 15.00

Max. load weight >L< for different lift combinations
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